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Durex® Dur-A-Fast Quartz Broadcast 
Decorative Waterproofing System
High Build Decorative Balcony Coating System

Ideal for
• Extreme, High Traffic Balconies
• Large Span Areas

When to use
• Decorative Balcony Floor Finishes
• Retail Patio Decks
• Outdoor Seated Areas
• General Public Walkways

Colour Availability
• Coloured Aggregates & Blends

COMPONENT PRODUCT DFT COVERAGE APPLICATION 
TEMPERATURE

PRIMER Dur-A-Fast Primer 5 mils 320 ft2/Gal -20°C to 30°C

MEMBRANE Dur-A-Fast Membrane 60 mils 27 ft2/Gal -20°C to 30°C

INTERMEDIATE 
COAT

Dur-A-Fast Wearcoat + 
Coloured Quartz Broadcast 1/16” - 3/16” 35 ft2/Gal -20°C to 30°C

1° TOP COAT Dur-A-Fast Sealcoat Clear 
or Polyuretel 10 mils 160 ft2/Gal 10°C to 30°C

2° TOP COAT Dur-A-Fast Sealcoat Clear 
or Polyuretel 10 mils 160 ft2/Gal 10°C to 30°C

DUR-A-FAST 
MEMBRANE
membrane

DUR-A-FAST WEARCOAT 
+ COLOURED QUARTZ 

BROADCAST
intermediate coat

DUR-A-FAST 
SEALCOAT CLEAR

2° top coat

DUR-A-FAST 
PRIMER
primer

DUR-A-FAST 
SEALCOAT CLEAR

1° top coat


