
TECHNICAL COATINGS LTDDurex® Dur-A-Quartz HD 
Broadcast System
Decorative High Build Multi Coloured Quartz Flooring System

IDEAL FOR

• Recreational Faciltiies, Showers, Locker 
Rooms, and Wash-Down Areas

• Commercial Areas and Grocery stores
• Laboratories and Hallways
• Public Institutions, Buildings, and Offices

WHEN TO USE

• Decorative Seamless Hygenic Flooring
• Slopes to Drain - Thin Sloping Requirements

FEATURES

• Multi-Layered, Troweled Base and 
Broadcasted Finish

• Extremely durable
• Optional Waterproofing Membrane
• 100% solids, Zero VOC Resins
• Available with Integral Coving
• Will not support growth of fungus or bacteria
• Easy to clean and maintain
• CFIA approved and USDA accepted 

COLOUR AVAILABILITY

• Pre-Blended
• Limited Colours
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grout coat

COMPONENT PRODUCT DFT COVERAGE APPLICATION 
TEMPERATURE

OPTIONAL 
MEMBRANE

Uraflex 360
(optional) 30 mils 53 ft2/Gal 10°C to 30°C

BASE TROWEL 
LAYER Duracrete Trowel 1/8” (3mm) 70ft2/Kit 10°C to 30°C

DECORATIVE 
BROADCAST LAYER Dur-A-Quartz Broadcast 5/64” (2mm) 54 ft2/Gal 10°C to 30°C

OPTIONAL TOP 
COAT

Acrutel 100 
(optional) 3 mils 320 ft2/Gal 10°C to 30°C

URAFLEX 
360

membrane

URAFLEX 360
membrane 
(optional)

ACRUTEL 100
top coat

ACRUTEL 100
top coat 
(optional)

For more information, visit www.durabond.com or call toll free 1 877 387 2266.


